PLANNING & ZONING ADMINISTRATION

BUILDING ¢ PLANNING ¢ FLOODPLAIN
700 Bank Street, Suite 25, Wallace, Idaho 83873-2348
Phone: (208) 752-8891 Fax: (208) 556-5135 E-mail: pz@co.shoshone.id.us

#3 SMOKE DETECTORS

Smoke detectors shall be:

» Installed in each sleeping room, outside each separated sleeping area, and in the immediate
vicinity of the bedrooms;

Installed on each additional story of the dwelling, including basements but not including crawl
spaces and uninhabitable attics. In dwelling units with split levels and without an intervening door
between the adjacent levels, a smoke alarm installed on the upper level shall suffice for the
adjacent lower level provided that the lower level is less than one full story below the upper level;

= Audible in every sleeping area.
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Alterations, repairs and additions.
When interior alterations, repairs or additions requiring a permit occur, or when one or more sleeping
rooms are added or created in existing dwellings, the individual dwelling unit shall be provided with

smoke alarms located as required for new dwellings; the smoke alarms shall be interconnected and
hard wired.

Exceptions
1. Smoke alarms in existing areas shall not be required to be interconnected and hard wired
where the alterations or repairs do not result in the removal of interior wall or ceiling finishes

exposing the structure, unless there is an attic, crawl space, or basement available which
could provide access for hard wiring and interconnection without the removal of interior
finishes.

2. Repairs to the exterior surfaces of dwellings are exempt from the requirements of this section.
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Sleeping room on lower level.
The detector is to be centrally
located within 12" of the
highest point of the ceiling.
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Detector installed on upper level.
The code requires the detector to

be placed on the ceiling in close
proximity to the stairway
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Power source.

In new construction, the required smoke alarms shall receive their primary power from the building
wiring when such wiring is served from a commercial source, and when primary power is interrupted,
shall receive power from a battery. Wiring shall be permanent and without a disconnecting switch
other than those required for over-current protection. Smoke alarms shall be permitted to be battery
operated when installed in buildings without commercial power or in buildings that undergo
alterations, repairs or additions.
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